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MOUNTING BARS
CLW

Drive Chain Guide Bars for Log Wizards 
and Other Chainsaw Driven Attachments

Available in 12” and 24” lengths

Available in C1, H1 and S1 motor mounts

Available in .050, .058 and .063 gauge

Refer to Cannon Bar Finder on our website to
determine the correct bar for your Log Wizard

FIREWOOD PROCESSING 
BARS

CBV and CBB Solid steel bar with �ame hardened rails and 
precision honed groove for maximum durability

Available lengths from 16” to 55”

Available in .325”, 3/8” and .404” pitch sprocket 
nose

CBV available in .063 gauge

CBB available in .080 gauge

Refer to Cannon Bar Finder on our website to 
determine the correct Beaver bar for your 
�rewood processor

Hard Nose and Sprocket Nose Bars for 
Automated Firewood Processing Machines

COMPETITION
CCP

Hotsaw Fat Belly Racing Bars
“The racing bar of champions”

Standard and hotsaw mounts available; 
custom mounts crafted to order

Available with 2.8” roller nose

Many lengths available, or custom made to 
your needs

Available in standard .063 gauge; .050 and .058 
upon request

Available in 3/8” and .404” pitch

Cobalt inlay at nose and tail for extreme 
racing conditions


